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• �Best access to all  
maintenance points  
on the tractor

• �Simple and fast  
maintenance on the 
front loader

• �Large-sized  
bearing sleeves 

• �Protected, easily  
accessible lubrication 
nipples

Safe and protected
All lubrication nipples have been located so 
that they do not protrude and are therefore 
well-protected. Additionally, all maintenance 
points are fast and easy to reach.   

Excellent accessibility 
While the front loader is mounted, all  
retrofitting and service work can be per-
formed without trouble on the CARGO  
itself as well as the tractor. Even access to 
maintenance points, such as the oil and 
air filter or the radiator, is guaranteed 
when the front loader is mounted. 
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Original Fendt attachments

The original Fendt attachments according 
to ISO standard are perfectly adapted to 
the Fendt CARGO. Used together, you get 
the highest possible load capacity. 
A 55° dumping angle permits complete 
emptying of the attachment, and the 48° 
backward tilt complete filling. With the hy-
draulic attachment lock (optional), attach-
ments can be changed without having to 
climb out of the tractor.

The light material bucket is available in the widths  
1850 mm (0.976 m3 flush volume) and 2400 mm 
(1.265 m3 flush volume)

The universal bucket is available in four different sizes:  
1600 mm wide (0.538 m3 flush volume), 1850 mm wide 
(0.622 m3 flush volume), 2100 mm wide (0.706 m3 flush 
volume) and 2400 mm wide (0.807 m3). 

The heavy-duty bucket is available in the widths 1600 
mm (0.512 m3 flush volume) and 2100 mm (0.672 m3 
flush volume)

The multi-bucket is available in two sizes: 1800 mm wide 
(1.00 m3 flush volume) and 2200 mm (1.25 m3 flush volume). 

The manure fork is available in 1500 mm and 2100 mm widths.
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The bale grab is 1300 mm wide. It is designed for bales with an 
outer diameter ranging from 1200 mm to 1600 mm.

The pallet fork is designed for loads up to 1500 kg. The bale fork has three tines and is 1100 mm wide.

The optional third and fourth hydraulic circuit for attachment actua-
tion can also be fitted with multi-couplers upon request.

A hydraulic attachment lock is available as an option (requires 
3rd hydraulic circuit).



Front loader model	 3X / 65	 4X / 75	 4X / 80	 4X / 85	  5X / 85	 5X / 90     

Equipment
Lifting cylinder da	 ■	 ■	 ■	 ■	 ■	 ■
Quick-attach frame	 ■	 ■	 ■	 ■	 ■	 ■
Manual implement lock	 ■	 ■	 ■	 ■	 ■	 ■ 
Synchronous tipping cylinder	 -	 ■	 ■	 ■	 ■	 ■
Rapid mode (implement cylinder)	 ■	 -	 -	 -	 -	 -
Mechanical parallel lift	 ■	 ■	 ■	 ■	 ■	 ■
Front guard	 ■	 ■	 ■	 ■	 ■	 ■
Level indicator	 ■	 ■	 ■	 ■	 ■	 ■
Damping system da 	 -	 ❏	 ❏	 ❏	 ❏	 ❏
Pipe rupture safety feature2)	 ■	 ■	 ■	 ■	 ■	 ■
Lowering throttle valve	 ■	 ■	 ■	 ■	 ■	 ■
Load holding valve	 ■	 ■	 ■	 ■	 ■	 ■
Multi-coupler front loader	 ■	 ■	 ■	 ■	 ■	 ■
Hydraulic attachment lock	 -	 ❏	 ❏	 ❏	 ❏	 ❏
3rd & 4th hydraulic circuit	 ❏	 ❏	 ❏	 ❏	 ❏	 ❏
Multi-coupler for 3rd & 4th circuit  	 ❏	 ❏	 ❏	 ❏	 ❏	 ❏

Tractor equipment
Crossgate lever	 ■	 ■	 ■	 ■	 ■	 ■
Front window swings out fully	 -	 ■	 ■	 ■	 ■	 ■
3rd & 4th control circuit	 ❏	 ❏	 ❏	 ❏	 ❏	 ❏
Multi-coupler	 ❏	 ❏	 ❏	 ❏	 ❏	 ❏

1) depends on tyres
2) 4X85 only up to 28 inch front tyres
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All data regarding delivery, appearance, performance, dimen-
sions and weight, fuel consumption and running costs of the 
vehicles correspond with the latest information available at the 
time of going to press. Changes may be made before the time of 
purchase. Your Fendt dealer will be pleased to supply you with 
up-to-date information. 

Sales Agent:

Technical specifications

A Digging depth (mm)
B Lifting height (mm)
C Dumping distance (mm)
D Angle of emptying 55° 
E Angle of backwards tilt 48°

2) not applicable if damping system is installed■ = standard / ❏ = optional /– = not avail.

1 daN = 10 N = approx.1 kg

Front loader model 	 3X/65	 4X/75	 4X/80	      4X/852)	 5X/85	  5X/90	                 

Range		

	 Lift capacity over full height daN	 1680	 1940	 –	 –	 –	 –
200 V	 Max lift capacity daN	 1850	 2250	 –	 –	 –	 –
	 Lifting height mm 1)	 3740	 4050	 –	 –	 – 	 –
	 Digging depth mm 1)	 210	 225	 –	 –	 –	 –
	 Dumping distance (max. height) 1)	 860	 1260	 – 	 –	 –	 –
	 Dumping distance (3.5 m height)1)	 1170	 1780	 –	 –	 – 	 –

	 Lift capacity over full height daN	 1680	 1940	 –	 –	 –	 –
300 V	 Max lift capacity daN	 1850	 2250	 –	 –	 –	 –
	 Lifting height mm 1)	 3850	 4050	 –	 –	 – 	 –
	 Digging depth mm 1)	 110	 225	 –	 –	 –	 –
	 Dumping distance (max. height) 1)	 930	 1260	 – 	 –	 –	 –
	 Dumping distance (3.5 m height)1)	 1350	 1780	 –	 –	 – 	 –

	 Lift capacity over full height daN		  1940	 2260	 –	 –	 –
400 V	 Max lift capacity daN		  2250	 2620	 –	 – 	 –
	 Lifting height mm 1)		  4125	 4125	 –	 –	
	 Digging depth mm 1)		  180	 180	 –	 –	 – 
	 Dumping distance (max. height) 1)		  1210	 1210	 – 	 –	 –
	 Dumping distance (3.5 m height)1)		  1750	 1750	 –	 – 	 –

	 Lift capacity over full height daN		  –	 –	 2600	 2600	 2950
700 V	 Max lift capacity daN		  –	 –	 3000	 3000	 3460
	 Lifting height mm 1)		  –	 –	 4150	 4460	 4460
	 Digging depth mm 1)		  –	 –	 130	 250	 250
	 Dumping distance (max. height) 1)		  –	 –	 980	 1080	 1080
	 Dumping distance (3.5 m height)1)		  –	 –	 1610	 1910	 1910

	 Lift capacity over full height daN		  –	 –	 –	 2600	 2950
800 V	 Max lift capacity daN		  –	 –	 –	 3000	 3460
	 Lifting height mm 1)		  –	 –	 –	 4500	 4500
	 Digging depth mm 1)		  –	 –	 –	 250	 250
	 Dumping distance (max. height) 1)		  –	 –	 –	 1080	 1080
	 Dumping distance (3.5 m height)1)		  –	 –	 –	 1870	 1870


